PRACOVNA
LED LAMPA




NAVOD NA OBSLUHU
PRACOVNA LED LAMPA ML4500 MICO

Lampa je urc¢end vyhradne na pouzitie v interiéri. Ponuka funkciu stmievania
a nastavenie smeru svetelného toku.

V zadujme bezpecnosti odpord¢ame pozorne precitat tento ndvod na obsluhu.

1. Podmienky pouzivania a bezpecnost
Zariadenie nie je hracka, uchovavajte ho mimo dosahu deti.

Pristroj nezapinajte na nebezpecnych miestach alebo tam, kde by to mohlo rusit iné
elektronické zariadenia.

Zariadenie cistite vo vypnutom stave a po odpojeni od elektrickej siete, pouzite
vyluéne suchu, makku a ¢istd tkaninu.

Nepouzivajte zariadenie v blizkosti horlavych materidlov, v prasnom alebo prilis
vihkom prostredi.

V3etky chyby mo6zu byt odstranené vylucne kvalifikovanym servisnym technikom.

Toto zariadenie nie je urcené na pouzivanie osobami, vratane deti, so znizenymi
fyzickymi, zmyslovymi alebo mentdlnymi schopnostami, alebo nedostatkom
skusenosti a znalosti o tomto zariadeni.

Zariadenie sa mdze zahriat, nezakryvajte ho a neobmedzujte bezné prudenie
vzduchu.

Zariadenie nesmie byt napajané z iného, ako zo schvaleného zdroja.

Vyhybajte sa priamemu pohladu do zdroja svetelného luca.

2. Vymena LED diédy

Lampa nema vymenitelny zdroj svetla (LED diédu). V pripade poskodenia
svetelného zdroja nie je oprava mozna.




3. Technicka specifikacia

Pracovna LED lampa ML4500 MICO

Néazov ML4500 Mico (ML4500BK / ML4500WH)
EAN 5908235976501 / 5908235976518
Farba Cierna/ Biela
Vykon 5w
Svetelny tok 250Im /3501Im
Farba svetla (teplota) 3000 K+ 300K, 4300 K+ 300K, 6300 K+ 300K
Pocet reZimov 3
Urovne jasu Plynulé stmievanie
Typ LED diéd 32 x SMD2835
Zivotnost diod 30000h
Pocet cyklov zapnutia / vypnutia 15000
Indikator CRI >80
USB nabijacka -
Indukéna nabijacka -
Farebné osvetlenie zakladne -
Tlacidlo automatického vypnutia Ziarovky -
Teplomer / Cas / Datum / Budik -
Uhol vyZarovania svetla 120°
Dizka kabla 13m
100V - 240 V napdjaci zdroj 12V /300 mA

4, Ochrana zivotného prostredia

Tento spotrebic je oznaceny symbolom preskrtnutého smetného kosa, teda v sulade
s Eurépskou smernicou 2012/19/EU (WEEE) a slovenskymi zakonmi o odpade
z elektrickych a elektronickych zariadeni.
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Toto oznacenie informuje, Ze zariadenie nesie byt po dobe zivotnosti likvidované
spolu s komunalnym odpadom. Zariadenie méze byt druhotne spracované len
v odbornych zariadeniach. Spravna likvidacia odpadu z elektrickych a elektronickych
zariadeni zabranuje poskodzovaniu ludského zdravia a Zivotného prostredia.

5. Obsah balenia

ePracovnd LED lampa ML4500 MICO,
e Sietovy zdroj,
e Navod na obsluhu.

22~ ‘

S

o

N J

Zapnutie a regulacia farby a jasu

e Kratkym  dotykom na tlacidlo
napdjania sa lampa zapne adlhym
dotykom sa vypne,

e Ked' je lampa zapnuta, dotykom na
tlac¢idlo sa zmeni farba svetla,

e Dotykom na tlacidlda +/- sa plynulo
nastavuje intenzita svetla.




USER MANUAL
DESK LED LAMP ML4500 MICO

The lamp is intended for internal use. It has a function of dimming and regulation of
the direction of light.

Please read the following instruction carefully for your comfort and safety.

1. Safety of use
The device is not a toy. Keep out of reach of children.

The device should not be turned on in hazardous locations or where it may interfere
with other electronic equipment.

Clean the device when the power supply is cut off and the lamp is cooled down,
using a soft, dry and clean cloth.

Do not use the product near flammable materials, in dusty places and in high
humidity environment.

The product may only be repaired by a qualified service centre, the manufacturer or
an authorized service centre.

The devices should not be operated by persons (including children) with limited
physical or mental predispositions or who have no experience in using electronic
equipment.

The lamp may heat up. Do not cover the device and ensure free air flow. The device
should be supplied with the voltage recommended in the operating manual.

Avoid looking into the light beam.

2. Replacement of LEDs

The lamp has non-replaceable LEDs. In the event of damage to the light sources, the
device cannot be repaired.




3. Technical specification

Desk LED lamp ML4500 MICO

Name of product

ML4500 Mico (ML4500BK/ML4500WH)

EAN 5908235976501/5908235976518
Colour black/white
Power 5W
Luminous flux 2501m/350Im

Colour temperature

3000 K+300 K, 4300 K+ 300K, 6300 K+ 300 K

The number of modes 3
Number of brightness levels Stepless dimming
LED type 32 x SMD2835
LED life 30000 h
Number of cycles on / off 15000
CRlindex >80
USB charger -
Wireless charger -
Colourful base backlight -
Automatic power off button -
thermometer / time / date / alarm clock -
Beam angle 120°
Cable length 1,3m
110V-230V power supply 12V /300 mA




4. Environmental protection

The device is marked with the symbol of the crossed-out waste container, in
accordance with the European Directive 2012/19/EU on used electrical and
electronic equipment (Waste Electrical and Electronic Equipment - WEEE).

After use, it is not allowed to place this equipment along with other household
waste. The used device should be returned to the electrical and electronic
equipment waste point.

5. Contents of the package

¢ ML4500 Mico LED lamp
e AC adapter
e User manual
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.7 Switch/Dimming Mode

. __1 3 5 ® short press to turn on the lamp and long
. press 1 second to turn off the light,

L turn on the lamp again can reset the
/_'_LQ brightness initial state
Q .
Three Color Temperature Regulation Mode

22 1 @ The first time to touch it, the lamp will be all
bright,the color temperature is warm white,
it can press () /(=) stepless increase or
I ‘] 7 8 | decrease the brightness of the light.
® The second time to touch it, the white light
becomes brighter, it can press (+ / =
stepless increase or decrease the brightness of the light.

@ The third time to touch it, the warm light becomes brighter,
it can press (+ / =) stepless increase or decrease the
brightness of the light.
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Externy zdroj napdjania zariadenia je v sulade s nariadenim EK 2019/1782 / Charger
unit complies UE directive: (UE) 2019/1782

Model / Model identifier ML4500
Vstupné napatie / Input voltage 100-240V
Frekvencia vstupného napatia / Input AC frequency 50/60 Hz
Vystupné napatie / Output voltage 12V
Vystupny prud / Output current 300 mA
Vystupny vykon / Output power 36 W
Priemerna ucinnost / Average active efficiency 76,50 %
U¢innost pri nizkom zatazeni (10%) / Efficiency at low load (10 %) 62 %
Spotreba energie bez zatazenia / No-load power consumption 01W

VYROBCA A DISTRIBUTOR
Manufactured and distributor:
Maxcom S.A.

ul. Towarowa 23a, 43-100 Tychy, Polsko / Poland ﬁ
www.maxcom.pl




